# Product Technical Data Sheet

**SC25079CCV**

**COMMERCIAL AIRCRAFT CABLE FLEXIBLE**

**PREFORMED STAINLESS 302/304**

<table>
<thead>
<tr>
<th>Product Type</th>
<th>AIRCRAFT CABLE</th>
</tr>
</thead>
<tbody>
<tr>
<td>Type Description</td>
<td>CANVEYOR</td>
</tr>
<tr>
<td>Commercial/Military</td>
<td>COMMERCIAL</td>
</tr>
<tr>
<td>Flexibility</td>
<td>FLEXIBLE</td>
</tr>
<tr>
<td>Strand Construction</td>
<td>7X19</td>
</tr>
<tr>
<td>Core Type</td>
<td></td>
</tr>
<tr>
<td>Material</td>
<td>STAINLESS</td>
</tr>
<tr>
<td>Material Type</td>
<td>302/304</td>
</tr>
<tr>
<td>Diameter (fraction, inches)*</td>
<td>1/4 - 3/8</td>
</tr>
<tr>
<td>Diameter (decimal, inches)*</td>
<td>.250 - .390</td>
</tr>
<tr>
<td>Diameter (mm)*</td>
<td>6.350 - 9.906</td>
</tr>
<tr>
<td>Minimum Break Strength (lbs.)</td>
<td>6,400</td>
</tr>
<tr>
<td>Minimum Break Strength (kgs.)</td>
<td>2902.99</td>
</tr>
<tr>
<td>Approximate Weight per 100 ft. (lbs.)</td>
<td>14.1</td>
</tr>
<tr>
<td>Bare/Coated</td>
<td>COATED</td>
</tr>
<tr>
<td>Plastic Jacket Type</td>
<td>NYLON</td>
</tr>
<tr>
<td>Jacket Color</td>
<td>CLEAR</td>
</tr>
<tr>
<td>Origin</td>
<td>DOMESTIC</td>
</tr>
<tr>
<td>Qualifying Specification</td>
<td>CANVEYOR ®</td>
</tr>
</tbody>
</table>

* Nominal Diameter excluding +/- tolerances